
锂电池组(带保护板)锂电池组(带保护板)

6S-18650  24V  3A  2600mAh

型号:M-236F型号:M-236F

注意:

PbPb

PbPb

充电限制电压25.2V，充电电流勿超1C。
严禁将电池撞击、拆解、挤压及焚烧或置
于60摄氏度以上环境中。
需使用专用充电器进行充电。

！

不能将电池焊接使用，焊接时产生的高温
会损坏电池的内部结构，可能使电池不能
使用，甚至出现危险。

不要将电池正负极插反，否则会导致电池
鼓胀或破裂。

Operation Instruction

Wiring5
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Power light

lithium battery 
charging light

louver *4pcs

Main Controller220VPower Input Access line connector

Installation hole*2pcs

lithium battery

lithium battery wiring connection

Funtion setting6

Working mode：Normal working mode or fire model

Fire model：FIRE and GND short circuit

Working mode：FIRE and GND (NO short circuit)

Door work as normal once power failure.

吊轮
电机导轨
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discharge switch

INPUT:  AC220V±5%

OUTPUT:  DC24V
                                                DC24V  2.6AH
                                                DC12V  5.2AH
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注意:

PbPb

PbPb

充电限制电压25.2V，充电电流勿超1C。

严禁将电池撞击、拆解、挤压及焚烧或置

于60摄氏度以上环境中。
需使用专用充电器进行充电。

！

不能将电池焊接使用，焊接时产生的高温

会损坏电池的内部结构，可能使电池不能

使用，甚至出现危险。
不要将电池正负极插反，否则会导致电池

鼓胀或破裂。
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锂电池组(带
保护板)

锂电池组(带
保护板)

6S-18650  2
4V  3

A  2
600mAh

型号:M-236F

型号:M-236F

注意:

PbPb

PbPb

充电限制电压25
.2

V，
充电电流勿超1C。

严禁将电池撞击、拆解、挤压及焚烧或置

于60摄
氏度以上环境中。

需使用专用充电器进行充电。！

不能将电池焊接使用，焊接时产生的高温

会损坏电池的内部结构，可能使电池不能

使用，甚至出现危险。

不要将电池正负极插反，否则会导致电池

鼓胀或破裂。

EMERGENCY OPENBACKUP TO NORMAL

INPUT:  AC220V ±5%INPUT:  AC220V ±5%

OUTPUT:  DC24VOUTPUT:  DC24V
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注意:

PbPb

PbPb
充电限制电压25.2V，

充电电流勿超1C。

严禁将电池撞击、拆解、挤压及焚烧或置

于60摄氏度以上环境中。

需使用专用充电器进行充电。
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Short Circuit: 
fire model

Without short circuit:
normal working model

BACKUP TO NORMAL

EMERGENCY OPEN

 M- E 236 Automatic door back-up power with lithium battery

！

Safety Instruction1

Thanks so much for purchasing this product, please read this
instruction before using.

Product overview2

 lithium battery connector

Controller Wiring 

Overall Characteristic3

Specially designed for automatic door back-up power. The power 
can help automatic door work normally once power off (open-close 
about 500 times, around 7hours ), or keep door open 
automatically based on fire evacuation requirements.

Battery charge-discharge management by micro-computer. Have 
setting of quick charge, trickle charge and cut off the power 
automatically in low tension. The life time of battery is long.

integrate with access power function, available for access 
control to connect with automatic door.

Installation and Adjustment4

Note：

1. If want to extend the service time,
 please add one pcs of  lithium battery
 when power failure happened.

2.
            into track in incline

Please put the battery 
30°

step1
             position and fix by special screws.

：Put the battery pack into guide rail, slipping to suitable 

Step2: adjust the position of battery. 

Note: loosen the screw before adjustment.

Step3: The connection between battery and 
             main controller.

If want to extend the service time,
 please add one pcs of  lithium battery

Door keep open once power failure. (Battery will cut off 
automatically when door is open)

7 Note

2 kinds of wires of AC input: Live line and Zero line.

Please connect two storage batteries in series to get DC24V.

Please charge storage batteries up to 12hours before first using.

Maintenance should be undertaked by professional maintainer.

System will automatically be cut when the storage batteries 
low to certain voltage rated value

Input Voltage：                                            AC220V，50Hz

Output Voltage：                                                  DC24V， 2.6AH; DC12V, 5.2AH

Working Mode：                                                   

Indicator and Protect

charging time：                                              Around 10 hours

Open times：                                    About 550 times

Controller Dimension：                     243(L)×59(W)×45 mm (H)

Parameter8

storage battery size：                    96(L)×43(W)×55 mm (H)

Automatic working or keep opening

Charging proceeding shown
by LED.Low voltage will automatically cut.

When  is working, blue light flickslithium battery
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